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•	 Turn the union nut counterclockwise.

•	 Remove the impulse assembly backwards from 

the suppressor.

SAFETY ADVICE!

The spring locking ring must not be re-
moved! This can result in severe injury!

•	 Insert the adapter. When inserting the adapter, it 

is essential to ensure that the cams are in the cor-

rect direction with respect to the grooves in the 

suppressor.

•	 The cams must fit into the grooves.

QUICK INSTALLATION GUIDE - CONVERSION KIT MP5

MOUNTING ADAPTER

•	 Install the union nut and tighten it clockwise. •	 Install the locking head and turn it clockwise.
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•	 Tighten the locking ring completely by turning it 

clockwise.

•	 Turn the locking ring at least four turns counter-

clockwise to release it.

•	 Align the groove on the locking ring so that it lies 

between two lugs of the 3-Lug. 

•	 Slide the suppressor onto the 3-Lug and twist it 

over a lug.

•	 Push the suppressor up again until it is stopped 

by the lug.

•	 While holding the locking ring, tighten the sup-

pressor body 3 turns counterclockwise by hand.

•	 Verification: if the suppressor is correctly mount-

ed, it cannot be removed from the muzzle by sim-

ply pulling.

Advice

The suppressor must be pushed straight 
onto the 3-Lug, otherwise it cannot be 
fitted.

Advice

There must be a gap between the locking 
ring and the suppressor body.

MOUNTING THE SUPPRESSOR
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DISMOUNTING THE SUPPRESSOR

•	 Loosen the suppressor at least three turns clock-

wise.

•	 Push the suppressor against the 3-Lug.

•	 Rotate the suppressor away from the lug into a 

gap.

•	 Pull the suppressor away from the 3-lug.



B&T AG • 3608 Thun • Switzerland • Tel. +41 33 334 67 00 • info@bt-ag.ch • www.bt-ag.ch

All rights reserved. The data provided are solely for the purpose of product description and are not to be understood as warranted properties in 
the legal sense. The information does not release the user from his own assessments and tests. Due to continuous product improvements, the 
product specifications contained in this data sheet are subject to change.

BT-988006-MP5TM-988006-MP5-CONVERSION_KIT-00-EN

•	 Install the union nut and turn it clockwise.•	 When inserting the impulse assembly, it is es-

sential to ensure that the cams are in the correct 

direction with respect to the grooves in the sup-

pressor.

•	 The cams must fit into the grooves.

DISMOUNTING THE ADAPTER

•	 Turn the locking ring counterclockwise.

•	 Turn the union nut counterclockwise.

•	 Remove the adapter.

•	 Insert the impulse assembly into the suppressor.


